
RFID Hangtag STA HT36002

The RFID Hangtag HT36002 
embedded RFID into garment swing 
label enables inventory visibility 
throughout the supply chain reducing 
shrinkage and out-of-stocks.

Specialities/Features
Tagging at source of manufacturing 
Customized size and printing available.

Application
Apply for apparel inventory 
management and supply chain control 
from the sourcing.

Physical Specification

Electrical Specification

Protocol: ISO/IEC 18000-6C & EPC 
global Class 1 Gen 2

Operating Frequency: 860~960MHz

Integrated Circuit [IC]: H3/H4/M5

EPC Memory: 96Bits

User Memory: 512Bits

Unique TID: 96Bits

Access Password: 32 Bits

Kill Password: 32 Bits

Read Range(EIRP 2W): Up to 8 m (Fixed Reader 
power-27dbm)  

Expected read cycles: 100,000 cycles

Dimension 90×33×0.8 mm(3.54×1.3×0.03in)

Encasement: PVC

Color Blue or customized 

Printing: Customized Printing available 

Mount way: Hanging

Quality Assurance: 100% Performance Test
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Packing informationl

Radiation Patterns

Environmental

Read Range

Packing Format: Carton

Weight per pieces: 3.3g

Quantity per box: 3600pcs

Box Dimension: 27.5×24×27 cm

Weight per box: 14kg

Quality Assurance: 100% performance tested

Operating Temperature: -20℃~40℃/-4℉~104℉

Operating Humidity: 30%~70%

Storage Temperature: -20℃~40℃/4℉~104℉

Storage Humidity: 30%~70%

IP Rating: IP68

Expected lifetime: 10 years

Guarantee: 2 years

Certificate: EPC Global 
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